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MGT- 450°C HIGH TEMPERATURE LEAD WIRE 
 
DESCRIPTION: EXTRA HIGH TEMPERATURE LEAD WIRE WHERE DURABILITY, MOISTURE 
AND ABRASION RESISTANCE AND FLEXIBILITY ARE REQUIRED. 
 
 
 

SPECIFICATIONS: `® STYLE 5107 AND CSA AWM CLASS I, GROUP A/B.   
 
 
 

CONDUCTOR: STRANDED NICKEL CLAD PLATED COPPER.* 
 
 
 

TEMPERATURE RATING: 450°C CONTINUOUS. 
 
 
 

VOLTAGE RATING: 600 VOLTS RMS. 
 
 

STANDARD SPOOL PUT-UP: 1,000 FT. 
 
 
 

INSULATION: COMPOSITE MICA-GLASS TAPE COVERED WITH A TREATED  
FIBERGLASS  BRAID.  
 
 
 

ORDERING INFORMATION: SPECIFY JAGUAR CATALOG NUMBER. 
 

   CATALOG  
        NO.               

CONDUCTOR       
DIA. IN. (NOM)        

TOTAL WALL  
IN. (NOM)       

FINISHED OD 
IN. (NOM) 

         

NICKEL  CLAD   COPPER        
AWG SIZE        STRAND 

   
JTMGT-22                   22              7X30 (.0100)      .030                .040        .110 

JTMGT-20        20            10X30 (.0100)      .038                .040        .118 

JTMGT-18        18            16X30 (.0100)      .045                .040                   .125 

JTMGT-16        16            26X30 (.0100)      .060                .040                   .140 

JTMGT-14        14            41X30 (.0100)      .069                .040                   .149 

JTMGT-12        12            65X30 (.0100)      .091                          .040                   .171 

JTMGT-10        10          105X30 (.0100) .130                .050                   .230 

JTMGT-8          8          133X29 (.0113)                    .166                           .050                   .266 

JTMGT-6          6          133X27 (.0142)                     .210                 .050                   .310 

JTMGT-4          4          133X25 (.0179)      .266                .060        .386 

JTMGT-2          2          259X26 (.0159)      .332                .060        .452 

JTMGT-1          1          817X30 (.0100)      .367                .060        .487 

JTMGT-0          0        1045X30 (.0100)      .416                .060        .536 

JTMGT-00        00        1330X30 (.0100)      .476               .060        .596 

JTMGT-000      000        1672X30 (.0100)      .520                .060        .640 

JTMGT-0000    0000        2109X30 (.0100)      .600                .060        .720 

*SOLID CONDUCTORS AND MULTI-CONDUCTOR CABLES (SHIELDED OR UNSHIELDED) 
ARE AVAILABLE. PLEASE CONTACT THE FACTORY FOR ADDITIONAL INFORMATION.  
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